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All information in this document is based on our practical experience and/or laboratory tests. Due to the multiplicity of conditions for usage and variable human 
factors, we recommend that you always test our products for suitability prior to use. At any time, this version of the product specification report may have been 
revised based on legislation, availability of the individual ingredients or newly acquired information. The current approved version is available upon request. 

Cabinet parts washer, designed for spray washing with acqueous deter-
gents, to clean mechanical parts

Heatable automatic parts washer for use with acqueous degreasers, for the 
cleaning of mechanical parts.

Durable and solid washer. The external structure is made entirely of stainless 
steel AISI 304. 

 z Nozzles and high performance pump in stainless steel
 z Timer and adjustable thermostat. Predisposition for aspiration system
 z  The motorised drum ensures uniform rotation, also at high loads
 z External detergent level control
 z Multiple filtration system
 z Adjustable temperature from 0°C - 60 °C

SPECIFICATIONS
Model 750 Model 900 Model 1150

Diameter basket 740 mm 900 mm 1150 mm

Working height 450 mm 450 mm 550 mm

Capacity tank 90 lt 130 lt 210 lt

Pump flow 130 lt/minute 130 lt/minute 150 Lt/minute

Pump pressure 3,5 bar 3,5 bar 4,5 bar

Power pump 1,85 Kw 1,85 Kw 2,2 Kw 

Heating power 5 Kw 6 Kw 6+3 kw

Max. power 7 Kw 8,5 Kw 12 kw

Power supply 400 V 3 phas 400 V 3 phase 400 V 3 phase

Max. loading capacity 200 kg 400 kg 400 kg

N°. of nozzles 40 46 64

Dimensions 955x1035x1130H 
mm

1105x1185x1170H 
mm

1355x1470x1320H 
mm

AUTO ROTOR WASH   750/900/1150

Product Specification Report
1.1/0117


